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The A2000 is designed for short travel of up to
one meter and is finished to a high specification.
Options on this lift include - side panels made
with aluminium and etched glass, upper interlocked

gate and bridging steps.
The lifts can be tailored to fit individual
surroundings. There is no pit necessary and the
A2000 comes complete with landing controls.

Glasgow Hilton

SSL A2000 Low Rise Platform Lift

Suited to either outdoor or indoor applications.

Scissor frame.

Weatherproof surround.

Hydraulic power.

Stainless steel & aluminium platform and
handrails.

Curved handrails with conveniently located
operating controls.

Operation is by large, clearly marked,
accessible ‘hold to run’ push buttons located
on the lift platform and floor landings.

Folding / Ramp with gentle gradient.
(can be installed in a pit)

Call stations: key operated.

Optional interlocked gates and slam posts.

Optional side panels: etched glass (with your
company logo). Perspex, aluminium.

Optional colours.

The lifting capacity is 250kg.

Travel up to 1m.

Bridging steps avaliable.

Tailored to fit in with individual surroundings.

Comply with BS6440 and are CE compliant.

General arrangement of steplift:

Arrangement

1 Bridging Step

2 Bridging Steps

3 Bridging Steps

Width

1115

1115

1115

Length

505

755

990

Height

Rise + 1100

Rise + 1100

Rise + 1100



SAFETY DETAILS
Complies with BS 6440.

CE Compliance.

DIMENSIONS

SSL Access  Arrol House

9 Arrol Road  Glasgow G40 3DQ

Tel 0141 551 0807  Fax 0141 554 7803

www.sslaccess.co.uk  sales@sslaccess.co.uk

250kg

0.15m/sec

Battery operated hydraulic powerpack with 240v mains backup

Electrical Supply 13amp switched fuse spur located at the pump
cabinet position

TECHNICAL DATA

Load:

Speed:

Battery:

Supply:

1000mm

970 x 1500mm

740mm

1000 x 2000mm

75mm

3m from lift (max 6m)

410 x 410 x 460mm (w)

MEASUREMENTS

Travels up to :

Platform (ramp raised):

Usable platform width:

Overall footprint:

Closed height:

Power unit location:

Power unit dimensions:
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