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The SSL A6000 is the personal lift designed to
meet the requirements of vertical mobility in public
and private buildings. It is the ideal solution for
elderly and disabled people, allowing them to

move independently and free from the stairs.
The SSL A6000 is a modern product conceived
and manufactured in order to meet every
requirement.

The standard lifting capacity is 350kg.

ISO 9001 certified since 1993.

Certified by CSQ and IQ net.

The lifting platform complies with the
Machinery Directive (98/37/EC).

Fully glazed structure to 4 sides.

Full range of car finishes, including mirrored
stainless steel and glass.

Powered doors avaliable.

Site specific drawings avaliable in auto-cad
and PDF.

Full specification brochure avaliable.

Car Showroom

24 models suited to either outdoor or indoor
applications.

Can be installed inside or outside the building
without any building work.

Removes architectural barriers.

Aluminum structure guarantees a long-life
performance.

Can be installed just in a few days.

The controller and power unit can be located
up to 8 metres from the lift.

The unique hydraulic drive system is user-
friendly and quiet.

The lifts strengths are application flexibility,
service capacity and aesthetic contribution.

Single phase power supply.

This lift is incredibly versatile and can be
configured to your individual requirements.

SSL A6000 Vertical Platform lift



SAMPLE DIMENSIONS

SAFTEY DETAILS
Complies with Machinery Directive (98/37/EC).

ISO 9001 certified.

Photo cell and Memco Barrier safety edges.

Aluminium Structure Masonary Shaft
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MEASUREMENTS
Standard Models

Max travel:

Min headroom:

Min pit:

Landings:

350kg

0.15m/sec

6

1.1kW

230V

1400 x 1100 (special avaliable)

1hr fire doors, fully glazed aluminum

TECHNICAL DATA
Standard Models

Rated load:

Max speed:

Max stops:

Rated power:

Supply voltage:

Platform size:

Doors:
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